CADD TEXT PARAMETERS

MANUAL TEXT PARAMETERS

DESCRIPTION OF

Reference No. LV/CO= | FT= TX= WT= LS= TJ= Comments Reference No. Text Size Ra;;gog{z‘zph Style Comments
No. 7 Ames/ .
[1] 28 1 | 22| 6 | n | LB [1] 240 Lor oy 3 Straight
No. 6 Ames/
28 23 | 175 | 4 | 875 | LB [4] 500 Lor oy 2 Slant
28 1| 22 | 6 - | e
[4] 25 25 | 175 | 4 |8.75]| LB
28 I |2 | 6 | n | cc
GRAPHIC PARAMETERS
Reference No. LV/CO= | AWT=| LC= Comments
©) 28 a 0
@ 28 4 0 ADOT Standard Line Terminator; modify scale 4 times larger
©) 27 6 0
@ 1) 1 0 |® LV/CO shall match LV/CO of Text placed for item
® 28 1 0
USER NOTES

NOTE : For project related sheets, see standards:

P-02.10; P-02.15

Reference No.

Comments

See Std P-00.70 for Title Block & Project Number Block Layout

Locate Top Point of Pl Toward CC of Curve

Horizontal Control Point Callouts are Shown Perpendicular to

Roadway &:; Some Adjustment to Leader Line May be Necessary

& |l

Show Super Elevation in Feet per Foot to 3 Decimal Places

[vo]

Abbreviations: LV - LEVEL
CO - COLOR
FT - FONT

TX - TEXT SIZE

WT - LINE WEIGHT

LS - LINE SPACING

TJ - TEXT JUSTIFICATION
AC - ACTIVE CELL

I:l - Text Reference Callout
O - Graphic Reference Callout

O - User Note Reference Callout

A See Std P-00.60 Line Weight
Table for Manual Construction.

Units of measure for 'TX=' and 'LS='
are expressed in feet, (scale - 1"=100" using
ADOT's Standard Working Units.
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